REVISIONS
DESCRIPTIONS BY APPROVED

&
Q}
SLOPE — RAMP WIDTH N\
SHALL NOT EXCEED 1"
RISE IN 12" OF RUN

. SEE NOTE ON
OR 8.33% MAX. SLOPE. SCORING

EINISH — CENTER RAMP 12" (3044
SHALL HAVE HERRINGBONE im)
GCROOVES 1/4" DEEP BY 1/4" MIN;

WDE, 1-1/2" APART AS

SHOWN. REMAINING RAMP

SHALL BE NON—SUP HEAVY

BROOM FINISH OR EQUAL

TO PROVIDE CONTRASTING DEEP JOINTS A
FINISH WITH ADJACENT 3

SIDEWALK. (0.9m) (1.2m) (0.9m

CONCRETE — THE RAMP CURB RETURN RAMP

SLAB SHALL BE 4" THICK

WITH 4* OF COMPACTED (1'2[“) (1.2m)

CLASS Il AGG. BASE OR :

SAND, 5 SACK CRUSHED 0" Lip WITH # (101.6mm)
AGGREGATE AT 2500 PSI TOOLED EDGE ¢

CURB AND
GUTTER

SCORING — RAMP SHALL T RN RN, *\7/1\\/

HAVE 12 PARALLEL : SO COMPACTED CLASS Il
er/zoovss, 1/4/" WDE BY AGG. BASE OR SAND
1/4" DEEP, 3/4" APART. _

FOR ADDITIONAL REQUIREMENTS SECTION A-A

SEE CALTRANS STD. DETAILS. 5 .

(1.5m) (1.2m)
B<—

e— 12" MIN.
304.8mm)

8.33% MAX.

E-F 8.33% MAX. ‘

-
¥ o, (152.4mm)

\
™ SEE NOTE ON SCORING CURB—*

GUTIER JB
SIDEWALK RAMP
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5 4" (101.6mm)

(609.6mm)
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4" (101.6mm) COMPACTED CLASS I
AGGREGATE BASE OR SAND

SECTION B-B
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